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Acero: Tubo redondo de @16 de acero laminado en frio.
ST= 37, RM= 44-50 kgrs/mm?, Alargamiento >30%, Dureza < 57 HR B.
(2L { Soldadura: Semiautomdtica en robot de arco con aporte de hilo de acero controlado con gas.
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¥ Steel: Round tube 14x2mm. and 12x2mm., in cold laminate steel. X
l ST = 37, RM = 44-50 Kg./mm?. Lengthening > 30%. Hardness < 57 HR B.

——560—— ——525—— Welding: Semi-automatically in arc robot with gas control and steel strip.
S { Resultados satisfactorios segun los siguientes ensayos: Norma UNE-EN 15373:2007
© o
T Satisfactory results in the tests according to UNE-EN 15373:2007
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. LACADO

LACQUERED
Recubrimiento multicapa en base a pinturas y lacas
en polvo transparente (Epoxi-Poliester) de 180-220y,
con aplncacuon electrostdtica y polimerizadas en hor -

Multilayer cover based on paints and transparent 3 (RAL 9005) 6 (RAL7016) G (RAL7021) 5 (RAL 3002) 7 (RAL9006) 9 (RAL9016)
powder lacquers (Epoxy -Polyester) of 180-220 u with

electrostatic application and polymerised in a furnace
at 200°C.
ﬁ CROMADO
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Pulido mds bafo electrolitico con capa de Niquel de
20-254 y capa de cromo de 0,2y, ambos brillantes.

Polish plus electrolytic bath with a layer of Nickel of
20-25u and a layer of chrome 0.2u both shiny.
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s> POLYPROPILENE
Asientos y respaldos de polipropileno inyectado reci-
clable disponible en 10 colores estandares.
Polipropileno Ignifugo: opcional. 400 (RAL 9004) 4 (RAL7016) 016 (RAL8019) 015 (RAL7032) 003 (RAL 9016)
Consultar disponibilidad de polipropilenos.
‘ Seats and backs in recyclable injected polypropylene
> available in 10 standard colours.
£ : - opti
21 Fireproof polypropylene: optional. 421 (RAL5000) 409 (RAL 3002) 013 (RAL2010) 014 (RAL 6017) 017 (RAL 7004)
‘ 9 Please check availability of polypropylenes.
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‘ UPHOLSTERY 40 26
A Materiales: 100% olgodn, 100% polyesier , 100% options’ g OpNIans °p“°"‘ °p"°"s .
<8 ana virgen segun modelos. :
5 B XL (6r.C) Eas (Gr. Pause (61.D) Polo (6r.D) Val (6r.D) (h R |GE
‘ 8 Abrasién: entre 50.000 y 100.000 roces s/método 60 . w (6.0 use ol i clnca (6 s ( 8
| Martindale BS 5690. Y v
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options
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options

— B Resistencia al fuego. = s 60

options options

Materials: 100% cotton, 100% polyester 100% virgin
wool depending on models.

: Orunge (Gr E Gaja (Gr.E) Primus (61.F) Pro (Gr.F) Ledger (6r.F)

Abrasion: between 50,000 and 100,000 rubs accor
ding to Martindale BS 5690. -|0-| 23 8
RameissHones: options options options options

Tinta (61.6)

Consultar
muestrarios

See
samples

Comfort (6rG)  Steelcut (6rG)  Piel /Leather  Piel Napoli/  Tela dliente/
I Napoli Leather  Customer fabric

e PrOJect lnr'Cht' ng I"I I :.: Las sillas se embalan en cajas de cartén doble -doble
ondulado de una en una o de dos en dos. L a protec- @ |:| |_|
cién interna de los elementos se conforma utilizando

Witteveen Projectin richti ng tapones plésticos y canutos de proteccion de poliu-
retano para las estructuras, y pléstico burbuja para oD
Ouderkerk a/d Amstel asientos y respaldos. s, -nn-nn
Tel: 020 - 496 5030 The chairs will be packed in undulated double -double
cardboard boxes one by one or two by two. Inside each Kg nmmnnn
Fax: 020 - 496 3052 boc);,bfhe s’trucfulges have plastic sil‘oppers agdhare cove- w mmmm
A . red by polyurethane profecf:on sleeves and the seats
InfO@WItteveen Nl and backs are wrapped in bubble plastic.
www.project-inrichting.nl




